








Efficient logistics

- from goods receipt to despatch

Goods receipt / pallet loop
Palletised goods are received
from suppliers. Once a pallet
has been checked and input
to the Graham’s WMS,

it is fed onto accumulating
conveyors to be transported via
pallet elevators to one of six
sorter induct stations on the
first mezzanine floor. At the
same time, the WMS sends the
allocation instructions to the
sorter.

Induction to sorter belt

At the induct station, an
operator check weighs the
product and scans its barcode
to enable the sorter to identify
the product and confirm that
the pack weight is within its
limits. A successful “scan and
weigh”illuminates a green light
to indicate the product can be
inducted. Once the required
amount has been inducted, a
red light illuminates to tell the
operator to stop inducting.

Cross-belt sorting

The cross-belt sorter provides
sortation of 7200 items per
hour feeding to 400 chutes with
2 chutes per store.

The sorted items are assembled
into roll cages. Finished roll
cages are bar code scanned
and taken to the ground floor
via a goods lift for order
collation and despatch.
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~ An operator check weighs the product
and scans its barcode to enable the sorter
to identify the product

Double transfer car
Partly-picked pallets are
returned to ground level by the
elevator and transferred auto-
matically onto a double shuttle
car running on fixed rails.

The shuttle car then delivers

the pallet to the designated aisle
where one of the VNA fork lifts

is operating. The fork lift

collects the pallet and places it
in an available storage location
within the racking.

Pallet high-bay storage

The high-bay primarily stores
partly-picked pallets returned
from picking stations, but also
contains full pallets received
directly from goods receipt for
later picking.

Pallets from stock are placed on
an outward pick-up and
delivery (P&D) station at the
end of the aisle. From there the
shuttle car takes the pallet and
feeds it on to the pallet loop to
be transported to the sorter
induct stations.
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